Макромодель электромагнитного реле РЭН34.

* РEH34  - модель реле с учетом дребезга контактов.

* ПАСПОРТ:  ХП4.500.000-01, раб. напряжение (24…30)В.

.subckt PTY34 coila coilb no1 nc1 com1 no2 nc2 com2

+ PARAMS:

+ T_make = 20mSec  ; Время срабатывания

+ T_break= 10mSec  ; Время отпускания

+ T_bounce= 5mSec   ; Время дребезга.

+ I_pull = 40ma    ; Ток срабатывания

+ I_drop = 4ma    ; Ток отпускания

+ R_coil = 350     ; сопротивление катушки постоянному току

+ L_coil = 50mH     ; индуктивность катушки

+ R_open = 100MEG  ; минимальное сопротивление разомкнутого контакта

+ R_close= .1     ; максимальное сопротивление замкнутого контакта

+ Contact_match = .95 ;  Коэффициент времени: 1 = точно

* электрическая модель катушки индуктивности

v_winding coila  a1     0

r_winding a1     a2     {R_coil}

l_winding a2     coilb  {L_coil}

* преобразование напряжения в ток

e_cc  cc 0 value = {limit(I(v_winding),-3*I_pull,3*I_pull)}

r_cc  cc 0 1k

* Коммутатор с гистерезисом

o_mag  cc 0 relay_1 DGTLNET=d digio_1

u_dly1 buf dpwr dgnd d cn_no1 relay_2a digio_1

u_inv1 inv dpwr dgnd d cn_nc1 relay_2a digio_1

u_dly2 buf dpwr dgnd d cn_no2 relay_2b digio_1

u_inv2 inv dpwr dgnd d cn_nc2 relay_2b digio_1

* model contact bounce with subckt

x_no1   cn_no1 com1 no1 RELAY_CONTACT_BOUNCE

+ PARAMS:

+ T_make =  {T_make}

+ T_break=  {T_break}

+ T_bounce= {T_bounce}

+ R_open =  {R_open}

+ R_close=  {R_close}

x_nc1   cn_nc1 com1 nc1 RELAY_CONTACT_BOUNCE

+ PARAMS:

+ T_make =  {T_make}

+ T_break=  {T_break}

+ T_bounce= {T_bounce}

+ R_open =  {R_open}

+ R_close=  {R_close}

x_no2   cn_no2 com2 no2 RELAY_CONTACT_BOUNCE

+ PARAMS:

+ T_make =  {T_make*Contact_match}

+ T_break=  {T_break*Contact_match}

+ T_bounce= {T_bounce*Contact_match}

+ R_open =  {R_open}

+ R_close=  {R_close}

x_nc2   cn_nc2 com2 nc2 RELAY_CONTACT_BOUNCE

+ PARAMS:

+ T_make =  {T_make*Contact_match}

+ T_break=  {T_break*Contact_match}

+ T_bounce= {T_bounce*Contact_match}

+ R_open =  {R_open}

+ R_close=  {R_close}

